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1 3 4 5 6
NEW HOOD SCHEDULE - ceemve are NEW MAKE-UP AIR UNIT SCHEDULE - cAPTvE ARe NEW FAN SCHEDULE - crenve are
HOOD DIMENSIONS EXHAUST H%%%PSP EXHAUST RISER une-UF_AR HOOD rOOD ACCESSORIES MlSNU = /:ix EXT SP| FAN | FAN T :f:TER S/A T T o ENT. DB [ ENT. WB [ LEAVING DB iﬁiﬂ:«i (;IOBIL TOTAL | SENS LATENT WEIGHT EXT.
MAXIMUM | MINIMUM | L MAX AR[MN AR[PSP SP| NRTL | * OF |FILTER SIZE| FILTER | * OF | TYPE |FURNISHED |INSTALLED . . . NI u ODEL Pl v | rReM [ cF T N VOLTA CATION
ARk | manuracT. | wmopeL »  |teneT| wiotH |HeiHT | AR FLow|AR FLow| in-wa | couiar |AR FLow| FLow | FLow | DRoP | cLAss FILTERS|  Hxw err. |ueHTs|Lumnare!  BY ar | Location | coments | | MaRK | manuF. MODEL * CPM | CPM | IN-wWG | WP | BHP | RPM | INPUT kw | TEMP | TEMP | voLT | PH | Hz | Mca |mMocp| Mca | moc | TEMP | TEMP |  TEMP TEWP | CAPACITY | CAPACITY | CAPACITY |SONES | LBS LocATion|  f=0k cb%vﬁgﬁ?f%{) o~ 1505‘%%%%ﬁv OISO cﬂlg%cfn%a?
GH-1 | CAPTIVEARE ND-g‘flggP-F 10'-0" | 5'-0" | 2'-0" | 2,500 - -0.81 515" | 2,500 | 1,800 - 0.16 [ 6 |r-8"x 1-4"| 851 6 R%"E,%D PUBLIX é"(f,fT"'R DELI - MAU-1 | CAPTIVEARE | A1-E.252-15D-MPU 1,100 | 1,800 050 | 15 | 109 | 1,913 25 37.7°F [ 82.7°F| 208 | 3 | 60 |107.3| 10.0 | 4.5 | 20.0 | 92.0° F| 75.0° F| 79.5° F 69.7° F | 36.0 MBH | 23.6 MBH | 12.4 MBH | 18.7 | 1,058 A A A A A A Sadaala_ala aala_al_a_a_a s sl a_a s
REC MECH F-5 | CAPTIVE ARE | DUIBOHFA | 113 | 2.0 | 1167 | 2,500 | 1.3 | 4.6 | 208/60/3 [1X3X4)X5)X6X7X8)X9) HOOD GH-1
GH-2 | CAPTIVEARE | 6624 ND-2 | 5'-0" | 5-6" [ 2'-0" | 1,150 - -0.56 10"x11" 1,150 - - - | 3 |r-8" x r-4"| 851 3 | rou | PUBLX | contr DELI - )
SUPPLIED BY PUBLIX AND INSTALLED BY HVAC CONTRACTOR. B 1. TEMPERED MAKE-UP AR UNIT (MAU) WILL PRE-HEAT CONSTANT VOLUME MAKE-UP AIR TO DELI GREASE HOOD GH-1. x MAU IS ACTIVATED WHENEVER THE BUILDING IS IN THE F-6 | CAPTIVE ARE | DUBSHFA | 0.37 | 0.75 | 1,268 | 1150 12 fl 115/60/1 oooeeoeo HOOD GH-2
2. FURNISH MAU WITH A DOUBLE WALL INSULATED HEATER MODULE AND DOWNBLAST DISHARGE BLOWER MODULE. OCCUPIED MODE AND THE GREASE FAN IS AGTIVATED. , F-7 | CAPTIVE ARE | DU33HFA | 0.17 | 0.33 | 412 | 750 [ 0.375 | 13.3 | 115/60/1 DELI SCULLERY
1 KITCHEN HOOD GH-1IS AN EXHAUST AND MAKE UP AR MODEL. MAKE UP AR COMES FROM FRONT AR PLENUM 7. PROVIDE WALL MOUNTED CABINET FOR GH-1 ANSUL SYSTEM. 3. MAU WITH INTEGRAL NEMA 3R DISCONNECT SWITCH FURNISHED BY PUBLIX AND INSTALLED BY MECHANICAL CONTRACTOR. ¥ A(‘)"/‘k %%EQTL%EEE%T%EETO?RgXL?’ESt ?OEAIEBJL’:"SRTAVEEE?EVER THE UNIT'S OA TEMPERATURE SENSOR DETECTS AN
SUPPLY AND THE ADJACENT SPACES. GH-2 IS AN EXHAUST ONLY MODEL. THE ADJACENT SPACES SUPPLIES . .
EXCESS AR INTRODUCED VIA THE AR CONDITIONING UNITS. 8. Q-1 AND 2 GREASE HOOD SYSTEMS SHALL BE MANAGED VIATHE CAPTIVEARE HOOD CONTROLLER. SEE 4. MAU SHALL BE FURNISHED WITH THE FOLLOWING FEATURES = AT ACTIVATION TEMPERATURE (50%F ¢ 1°F) THE UNIT'S CONTROLLER SHALL DELAY ENABLING THE
' . UNIT MOUNTED CONTROLLER ELECTRIC ELEMENT UNTIL THE BLOWER'S ARFLOW SENSING SWITCH PROVIDES A POSITIVE INDICATION OF SUPPLIED BY PUBLIX AND INSTALLED BY HVAC CONTRACTOR.
2. GH-1 AND 2 HOODS SHALL HAVE STANLESS STELL BACK SPLASH PANEL. EXTENDING FULL LENGTH TO THE 9. PROVIDE A REMOTE MOUNTED CONTROLLER. PROVIDE VFD FOR MAU-1. CONTROLLER SHALL PROVIDE A INLET DAMPER ARFLOW. ONCE THE ELEMENT IS ENABLED THE DISCHARGE AR TEMPERATURE SENSOR SHALL NOTES:
FLOOR AND 18" BEYOND THE END OF THE HOOD (BOTH SIDES). 0-10V SIGNAL TO VARY F-6 VARIABLE SPEED MOTOR. INLET OA / DP TEMPERATURE SENSOR PROVIDE THE CONTROLLER WITH AN ERROR SIGNAL TO MODULATE THE ELEMENT SO AS TO —_—
3. GREASE HOOD FIRE SUPRESSION SYSTEM IS UL-300 PRE-ENGINEERED. PIPING IS FACTORY INSTALLED; FINAL - N DISCHARGE DB TEMPERATURE SENSOR MANTAIN A SA TEMPERATURE OF 55°F # 1°F. STANDARD FEATURES: OPTIONS:
DROPS AND NOZZLES ARE FIELD INSTALLED BY CERTIFIED TECHNICIANS. 10. FURNISH GH-1 WITH A MINI SKIRT ON THE RIGHT END. FURNISH GH-2 WITH A MINI SKIRT ON THE LEFT END. ARFLOW PROVING SWITCH x THE ARFLOW SWITCH AND/OR THE FAN INTERLOCK RELAY SHALL SECURE THE ELECTRIC ELEMENT IF THE
1. THE FIRE SUPRESSION SYSTEMS ARE BASED ON AN OVERLAP COVERAGE DESIGN PERMANENT ID TAG WITH COMPLETE SPECS. ARFLOW IS INTERRUPTED OR THE BLOWER FALS. 1. SWITCH- NEMA-3R, TOGGLE, FACTORY MOUNTED (1) uL/cUL 762 LISTED @ ROOF CURB. SEE FAN CURB SCHEDULE
4. FIRE SUPRESSION SYSTEM IS INTERLOCKED WITH THE FIRE ALARM SYSTEM TO SHUT DOWN POWER TO : : UL LISTED HIGH EFFICIENCY MOTOR x THE UNIT'S HEATING CIRCUIT SHALL SECURE WHENEVER THE OA DB TEMP IS ABOVE 56°F. AND WIRED JUNCTION BOX. @ UL/cUL 705 LISTED
THE APPLIANCES, AR CONDITIONING UNITS AND MAKE UP AR FAN. 12.  GREASE HOOD FIRE PROTECTION SYSTEMS SHALL COMLPY WITH THE REQUIREMENTS OF NFPA 96, 2008 . 2. GALVANIZED BIRD SCREEN ¢ HIGH TEMPERATURE CURB SEAL RATED
EDITION, "FIRE PROTECTION SYSTEMS OF COMMERCIAL COOKING OPERATIONS" ROOF CURB: REFER TO ROOF CURB SCHEDULE 3. HIGH WIND RATED (+/- 150 PSF RATING) DU/DR: (3 HINGE BRACKET KIT FOR CONTINUOUS DUTY AT 200
5. PROVIDE HIGH EFFICIENCY ALUMINUM FILTERS (CAPTRITE SOLO) FOR GH-1 AND 2. ! . WEATHER HOOD W/ 2" ALUMINUM MESH FILTERS .
FLORIDA PRODUCT APPROVAL *FL12316.1 @ CONTROLLED BY VARIABLE HOOD @ FURNISH AND INSTALL NON-VENTED
6. PROVIDE (6) RECESSED ROUND LUMINAIRES FOR GH-1. PROVIDE (3) RECESSED ROUND LUMINARES FOR GH-2. 5. WIRING DISCONNECT (IF NECESSARY) AND FINAL TERMINATION TO THE MAU IS FURNISHED AND INSTALLED BY THE ELECTRICAL HOOD BACK |} MIAMI-DADE NOA #19-0717.08 EXHAUST CONTROL SYSTEM CURB EXTENSION
CONTRACTOR @ | 9" I 4. PROVIDE WITH SPEED CONTROLLER EXCEPT FOR FROVIDE WITH 0 T0 10 VDG INPUT PROVIDE WITH CURB ADAPTER IN
6. THE MAU PROVIDES HEATED OR UNHEATED SUPPLEMENTAL AR TO THE GREASE HOOD SYSTEM DEPENDING UPON THE G . A | FANS CONTROLLED BY VARIABLE HOOD EXHAUST ORDER TO REUSE EXISTING CURB
TEMPERATURE OF THE OUTSIDE AR (OA). MAU SHALL INCORPORATE THE FOLLOWING HEATING CONTROL SEQUENCE 10 2 5 gggHTngNSg:;&M-HAVE SERMANENT I TAG WITH ® CLEAN OUT PORT
7. HIGH WIND RATED (+30 / -130 PSF) s | 24.00 7 : (®) GREASE TRAP WITH DRAIN CONNECTION
48.0000 FLORIDA PRODUCT APPROVAL *:2316.5 = : COMPLETE SPECIFICATIONS.
MIAMI-DADE NOA: 19-0717.09 o ] 6. UNIT WARRANTY: 1 YEAR
I_ 2 HOOD BACK | =
12.0000 < v / 1 1/2" N o S
B Cam ; 44— NEW CURB SCHEDULE
s 24.0000 15
2
§ % CURB SIZ CURB FRAME |WEIGHT
— SYSTEM REQUIRES A MINIMUM_ OF 7. SMARK L MANUE ] e GURBMQDEI L WIDTH/LENGTH o HEIGHT =(LES)
o | ALTERNATE FIELD—CONNECTION POINT
R R o R R pa FT_OF EQUIVALENT PIPE LENGTH © © © { F-2 |CAPTIVE ARE CURB-DR50 19.5"W x 19.5"L | 18" H | 1-6%" x 1-6%" | 33
NOTES APPLIANCES. EACH 90 DEGREE ELBOW F-5 [CAPTIVE ARE| CURB-DU1BD W/18" EXT. [ 26.5"W x 26.5"L | 18" H | 2'-0%" x 2'-0%" | 116
FIELD PIPE DROPS AS SHOWN #0312 TSeE' MANUAL FOR DETALS
—SYSTEM REQUIRES A MINIMUM OF 7 FT OF - F-6 |CAPTIVE ARE| CURB-DU85 W/18" EXT. | 23.0"W x 23.0"L | 18" H 1r-9" x 1-9" 88
522:{&%",1,,:{,",5,g"ﬁgﬁ’,!’gg"mgg%gygmm @ AN AN ;ﬁ; AN @ PIPING, ELBOWS, TEES, AND NOZZLES SUPPLIED BY CAS.
EACH 90 DEGREE ELBOW ADDS 1.3 FT OF o/ N —d o/ N —d - RELOCATE NOZZLES IF FLOW PATTERN IS BLOCKED BY SHELVING,
EQUIVALENT LENGTH. SEE MANUAL FOR DETAILS SALAMANDERS ETC HOOD # 2 (GH 2) JOB # 5319857
’ : - MAU-1 [CAPTIVE ARE|CURB-A1-D.500—-15D—MPU| 21"W X 131"L | 20"H | 1-7" x 109" | 14
SLPCON—40FT SLPCON— 40FT - OVERLAPPING COVERAGE SHALL NOT BE USED ON ANY APPLIANCE WITH AN OBSTRUCTION. Ry MODEL: ND—2 SIZE: 66"x24" LENGTH: 5’ o”él X
KIT KIT - |IF APPLICABLE, EXTENDED PRE-PIPED DROPS ARE SHIPPED LOOSE. HOOD FRONT
O O - FACTORY PIPING EXTENDS A MAXIMUM OF 6" ABOVE THE TOP OF THE HOOD. ESE}%%TR&OF CURBS SUPPLIED BY PUBLIX & INSTALLED BY ROOFING
HOOD # 1 (Ch 1) OB 4 B3O8 enGTH: 10" O - APPLIANCE DIMENSIONS LISTED REPRESENT THE COOKING SURFACE 3070—
(XN : : HOOD FRONT 4 SIZE, NOT THE OVERALL APPLIANCE SIZE. _
3/8H
FACTORY PIPING EXTENDS A MAXIMUM SS10 NOTES
- THIS FIRE SYSTEM COMPLIES WITH U.L. 300 REQUIREMENTS. OF 6" ABOVE THE TOP OF THE HOOD. - FIELD PIPE DROPS AS SHOWN
3070 JOB *: 5319857 PIPING, ELBOWS, TEES, AND NOZZLES SUPPLIED BY CAS.
~ : . ! ' ' - RELOCATE NOZZLES IF FLOW PATTERN IS BLOCKED BY SHELVING
HANGING ANGLES 3/8H- JOB NAME: PUBLIX - 0797 - REMODEL - CRYSTAL RIVER, FL. |_ e = e '
IN EACH CORNER. FACTORY PIPING EXTENDS A MAXIMUM SS10 ' @@@ SALAMANDERS, ETC.
OF 6" ABOVE THE TOP OF THE HOOD. ) ) @ - OVERLAPPING COVERAGE SHALL NOT BE USED ON ANY APPLIANCE WITH AN OBSTRUCTION.
SYSTEI\‘/'I SIZE'- TANIﬁ-SP-Z-WC IOTAL FP RI-;'QUIRED- 24. 3070— - |F APPLICABLE, EXTENDED PRE-PIPED DROPS ARE SHIPPED LOOSE.
_ - I I I I . HOOD * 110" 0.00'" LONG x 60" WIDE x 24" HIGH. Q) 3,/8H— 21.50" 21.50" - FACTORY PIPING EXTENDS A MAXIMUM OF 6" ABOVE THE TOP OF THE HOOD.
=) 5 5 &5 &3 RISER # 1 SIZE: 15" x 15". SS10
@%% © HOOD * 1 METAL BLOW-OFF CAPS INCLUDED. ——18.0000 24.0000 1§.0000—| - APPLIANCE DIMENSIONS LISTED REPRESENT THE COOKING SURFACE
@ Y Y SIZE, NOT THE OVERALL APPLIANCE SIZE.
24,0000 3070- a1 bor ke sbor a1 bor - HEAVY-DUTY APPLIANCES (RATED 600°F) WILL REQUIRE AN ADDITIONAL DOWNSTREAM 3070 3070 '
’ @ 35/581"'0_ T ’ ' T FIRESTAT IN THE EVENT THAT THE DUCTWORK CONTAINS ANY HORIZONTAL RUNS OVER 3/8H- 3/8H— - THIS FIRE SYSTEM COMPLIES WITH U.L. 300 REQUIREMENTS.
—! 12.0000 30.0000 30.0000 30.0000 ———}—18.0000 — 25 FT IN LENGTH. 10-Ss 10-Ss
Y Y v Y - MEDIUM TO LIGHT-DUTY APPLIANCES (RATED 450°) WILL NOT REQUIRE ANY ADDITIONAL jgg ltlAN?ng’sL?gLIX 0797 - REMODEL - CRYSTAL RIVER. FL
. 3070= 30707 30707 30707 DOWNSTREAM DETECTION. : , FL.
48.0000 3/80- A 3784 3/8H= LEGEND — FIRE CABINET TANK SYSTEM SYSTEM SIZE: TANK-SP-1 TOTAL FP REQUIRED: 16.
10-SS 10-SS 10-SS 10-SS NOZZLE HEIGHT , A ) \
2o e0" FROM HOOD * 2 5' 0.00" LONG x 66" WIDE x 24" HIGH.
1 4 GALLON TANK. COOKING SURFACE. RISER # 1 SIZE: 10" x 11".
2 PRIMARY ACTUATOR RELEASE. (49.2500) HOOD * 2 METAL BLOW-OFF CAPS INCLUDED.
3 SECONDARY ACTUATOR RELEASE.
N%Zz'gg,,"g%"u 4 PRESSURE SUPERVISION SWITCH - HEAVY-DUTY APPLIANCES (RATED 600°F) WILL REQUIRE AN ADDITIONAL DOWNSTREAM
oo o0 FROM 5 PRIMARY HOSE ASSEMBLY ‘ FIRESTAT IN THE EVENT THAT THE DUCTWORK CONTAINS ANY HORIZONTAL RUNS OVER
(49.2500) 6 SECONDARY HOSE ASSEMBLY. 25 FT IN LENGTH. \
7 REMOTE MANUAL ACTUATION DEVICE. - MEDIUM TO LIGHT-DUTY APPLIANCES (RATED 450°F) WILL NOT REQUIRE ANY ADDITIONAL
DOWNSTREAM DETECTION.
LEGEND — FIRFE CABINET TANK SYSTEM
4 1 4 GALLON TANK.
2% . 2 PRIMARY ACTUATOR RELEASE.
a = 3 3 SECONDARY ACTUATOR RELEASE.
§z§§ 4 PRESSURE SUPERVISION SWITCH.
o g,gé_, 5 PRIMARY HOSE ASSEMBLY.
28 % °§5=o 6 SECONDARY HOSE ASSEMBLY.
g e v iz‘(gg S 7 REMOTE MANUAL ACTUATION DEVICE.
n—:izg Q RECESSED ROUND LED FIXTURE AND LED LIGHT, FOT S
g g é r 3500 K WARM OUTPUT.
14
SE2E % oS Jout 17,
Z O XL ﬁi )
% /4 \GH-2 FP & ANSUL DETAIL % / o
FIELD WRAPPER 18.00" HIGH
/ (SEE HOOD OPTIONS TABLE). w N.T.S. / 66" v ?ELD WRAPPER 18.00" I-IIGI;
60" / SEE HOOD OPTIONS TABLE).
- EXHAUST RISER.
mGH'l FP & ANSUL DETAIL / 1" LAYER OF INSULATION \
EXHAUST RISER. FACTORY INSTALLED IN
w N.T.S. \ ATTACHING PLATES. 1.00" END STANDOFF MEETS HANGING ANGLE. \
SUPPLY RISER WITH 0” REQUIREMENTS CLEARANCE
HANGING ANGLE. \ %_vowms S AMIPER. TO COMBUSTIBLE SURFACES. r\SSQOOD THBLE.
1" LAYER OF INSULATION — Th [ 23/4" | — STEEL PERFORATED PANEL. : 4 . / I = '
FACTORY INSTALLED IN . = = Vi 3 f” 7 20" CAPTRATE SO0LO
1.00" END STANDOFF MEETS 20" CAPTRATE SOLO — /" & I 2 | 9 <IN i
0" REQUIREMENTS CLEARANCE FILTER WITH HOOK. . % | §
TO COMBUSTIBLE SURFACES. / ' 10 % / 3" INTERNAL STANDOFF, ——— | "
G o ¥ NTERIAL STNDOR \% '6 |z 7 ‘ i
3 | / 18" . )/ /
T : Z 11/2" \ / — é / /
| | % | 7 o e SETRR )
; 15" Z Z OF THE ARGHITEGT/OWNER TO / [ ‘ / ENSURE THAT THE HOOD CLEARANCE /
/ ' / ENSURE THAT THE HOOD CLEARANCE / § / FROM_LIMITED—-COMBUSTIBLE
/ % / FROM LIMITED—COMBUSTIBLE . AND COMBUSTIBLE MATERIALS
5 72777774 AND COMBUSTIBLE MATERIALS / ’ 66 IS IN COMPLIANCE WITH / .
/ IS IN_COMPLIANCE WITH U.L. USTED RECESSED ROUND LED § LOCAL CODE REQUIREMENTS. 23
/; 15" - LOCAL CODE REQUIREMENTS. / 23" FIXTURE AND LED %’I’. DY / / /
7 0 [ © © © ¥ 7,
60" / < U.L. LISTED RECESSED ROUND LED / / /
V ”»
/ ! XTURE AND LED LIGHT. —~ —~ —~ é / GREASE DRAIN / 48.0" MAX.
/ ; =), Q/ @ @/ @ @ GREASE DRAIN / 48.0" MAX. § WITH REMOVABLE CUP. / 23"
/ ; WITH REMOVABLE CUP. / 23" : / LEFT QUARTER END PANEL /
’ RIGHT QUARTER END PANEL. / ; / / /
7. 7/ hod i 7
¢ ' / /
/ ; / & 8 7
7. % 7 AT
24" 24" 24"
INSTALLER MUST CONFIRM HOOD IS INSTALLED SUCH
/§ B i) il 4 / / _l . . THAT THE SPECIFIED WALL, ACTING AS AN END PANEL, RIGHT WALL AS END PANEL. /
7 | FEPEPEYCR | | FEPEICR | @ LEFT WALL AS END PANEL. 30 ] 30 IS MATED TIGHT TO THE CORRECT END OF HOOD TO /
q ACHIEVE A REDUCED MINIMUM EXHAUST CFM LISTING.
/ ' ' ' / NON—COMPLIANCE WILL NULLIFY THE ETL LISTING,
16" 12" 12" 12" VOID THE MANUFACTURER’S WARRANTY, AND HOLD THE
. . ) CONTRACTOR LIABLE FOR ANY AND ALL LOSSES, COSTS, EQUIPMENT
8 | 8 | 8 EQUIPMENT [ qn ] o , . Y AND EXPENSES RELATED TO THE NON—CONFORMANCE OF BY OTHERS.
= s 7 P omes 7 o noe MBI SEOD NSO 1S e
INSTALLER MUST CONFIRM HOOD IS INSTALLED SUCH ! ] ] / . /
THAT THE SPECIFIED WALL, ACTING AS AN END PANEL, | / 6'—1.00" OVERALL LENGTH THAN 20" FROM THE INTERSECTING WALL ON WHICH HOOD /
IS MATED TIGHT TO THE CORRECT END OF HOOD TO 60" i 60" IS MOUNTED AND MUST EXTEND NO LESS THAN 20" UNDER /
ACHIEVE A REDUCED MINIMUM EXHAUST CFM LISTING. S&lefn %’;&%%DT E?._MBZ&#&';BLE FOR REDUCED
NON—COMPLIANCE WILL NULLIFY THE ETL LISTING, 20 1/4" 40 1/4" | 40 1/4" | / . /
VOID THE MANUFACTURER’S WARRANTY, AND HOLD THE I I /
CONTRACTOR LIABLE FOR ANY AND ALL LOSSES, COSTS,
AND EXPENSES RELATED TO THE NON—-CONFORMANCE OF 1" — 10’ 0"NOM./10° 0.00”0D. -
THE MANUFACTURER’S SPECIFIED INSTRUCTION. THE L
WALL ACTING AS AN END PANEL MUST EXTEND NO LESS 10°-1.00" OVERALL LENGTH
THAN 20" FROM THE INTERSECTING WALL ON WHICH HOOD
IS MOUNTED AND MUST EXTEND NO LESS THAN 20" UNDER
BT "6 Wo8% To 52 H3Sall Fof Rboced 7/ 2\GH-1 PLAN VIEW /3\GH-1 SECTION VIEW 7 5\GH-2 PLAN VIEW /s \GH-2 SECTION VIEW
W N.T.S. w N.T.S. w N.T.S. W N.T.S.
(NEW) (NEW)
X,\ F-5 /\Z’ X,\ F-5 /\é’ X,\
L2 LZ2 .
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15"x1'5" EXHAUST DUCT
WRAP TO F-5 FROM GH

W/ FIRE
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> 188 OUTSIDE AR
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~NCS T TN Ty "
N | k//l) | | k//\l,) 18°0
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—$— 16"x16" EXHAUST
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a Y a / COLLAR
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4

/7 \FRONT VIEW OF HOOD GH-1
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18"@ OUTSIDE AR
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VINYL COVERED
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OAOa

15"x15"
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_$ EVEL.K

CEILING
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VCD, TRANSITION

TO

24"x12" PLENUM COLLAR,
TYP. OF 3

STAINLESS STEEL
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EVEL. 7'-0"
GH BOTTOM

EVEL. 0'-0"

/
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D
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\GREASE TROUGH W/

15"x15" EXHAUST DUCT W/ FIRE

WRAP TO F-5 FROM GH-1. 15"x15"
EXHAUST DUCT SHALL ROUTE UP
THRU ROOF TO NEW F-5.

1"x10" EXHAUST
COLLAR

UL LISTED GREASE
EXTRACTOR FILTERS

INTEGRAL 3" S.S.
ENCLOSURE PANEL

REMOVABLE CUP

FINISH FLOOR

4

/8 \GH-1 HOOD SECTION

/S.S. WALL FINISH

01

' 2!

4"

8l

e —

SCALE:

1/4"-1-0"

DRAWING NOTES

ALL EXHAUST DUCT SHALL BE 16 GAGE GALVANIZED STEEL, ALL WELDED WITH FLANGE

AT THE TOP.
@ 18" HIGH CURB EXTENSION.

ALL FIRE SUPPRESSION SYSTEM IS FACTORY PRE-PIPED. FINAL CONNECTION IS BY THE
LOCAL ANSUL REPRESENTATIVE. THE SYSTEM IS PRE-ENGINEERED TO COMPLY WITH

UL-300 AND THE REQUIREMENTS OF NFPA 17A.

GH-1 IS AN EXHAUST AND MAKE UP AR HOOD. MAKE UP AR IS FROM SF-1 AND IS
DUCTED TO SUPPLY AR PLENUM MOUNTED ON FRONT OF HOOD.

ALL A/C EQUIPMENT AND HOOD EXHAUST FANS ARE INTERLOCKED WITH THE FIRE
ALARM SYSTEM TO SHUT DOWN THE A/C EQUIPMENT AND RUN THE EXHAUST FANS IF

THE ALARM IS ACTIVATED IN THE HOOD.

ACCESS DOORS SHALL BE PROVIDED AT ALL OFFSETS AND ALL CHANGES OF
DIRECTIONS. ACCESS DOORS SHALL BE UL LISTED FOR 1500°F MINIMUM.

GH-1: AR VELOCITY IN 15"x15" GREASE DUCT: 2500 CFM X 144 SQ.IN./SQ.FT. /7 (15 X
15) = 1600 FT/ MIN

®

APPROVED EQUAL.

SEE SHEET M1.1 FOR GH-1 AND GH-2 PULL STATION LOCATIONS.

GH-2 IS AN EXHAUST ONLY GREASE HOOD. MAKE UP AR IS FROM ADJACENT SPACES
AND IS INTRODUCED VIA THE FRESH AR INTAKES FOR THE A/C EQUIPMENT.

ALL PENETRATIONS OF GREASE HOOD OR DUCT SHALL HAVE LIQUID TIGHT WELDS OR
LISTED SEALS.

WRAP DUCT WITH A FIRE RESISTANT INORGANIC BLANKET ENCAPSULATED WITH
SCRIM-REINFORCED FOIL. ASSEMBLE FIRE WRAP TO ACHIEVE ZERO CLEARANCE TO
COMBUSTIBLES AT ALL CEILING AND ROOF PENETRATIONS. PROVIDE 3M FIRE BARRIER
15A OR VESUVIUS PYROSCAT DUCT WRAP GREASE DUCT FIRE PROTECTION SYSTEMS OR

GH-2: AR VELOCITY IN 11 X 10 GREASE DUCT.
1,150 CFM X 144 SQ.IN./SQFT. / (11 X 10) = 1,505 FT/ MIN

EQUIPMENT SCHEDULE

ALL COOKING EQUIPMENT SHALL BE LISTED BY AN APPROVED TESTING AGENCY
@ COMBITHERM: ALTO SHAM CTP7-20E

@ FRYER: CHESTER FRIED GEF-720
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